
Assembling the Corkery Smaller Tent or Cooking Shelter 

This tent consists of a grey tent fabric approximately 10’ x 20’, four thin pipes of 

each of three lengths, and a green dairy basket containing stakes, yellow tie downs 

ropes, fabric ties (black) and frame 

joining pieces. 

To begin, sort the pipes and 

arrange the longest and the 

shortest on the ground where the 

tent will be erected, to outline a 

10’ x 20’ rectangle divided into 

four sections.   

 

 

 

Locate the joining piece required for the 

centre of the ridge.  This will appear to 

be a cross with two opposing pipe 

sections at a slight angle, which will 

correspond to the pitch or angle of the 

tent ceiling. 

Place the joining piece in the centre of 

the rectangle, and insert the adjacent 

long pipes into the openings of the 

centre joining piece that are marked with red tape.  The shorter pipes at the centre 

go into the angled sections.  The pipes are inserted all the way into the centre of the 

joining piece, but there is no need to tighten the clamps.  (The fabric ties will hold 

the assembly together.) 

  



Next, obtain the two centre side 

joining pieces and place them at the 

ends of the short pipes leading to 

the centre joining piece.  These 

pieces appear to be a “T” viewed 

from above, with a fourth pipe 

extending below.  The long side 

pipes go into the openings marked 

by red tape, and the pipe leading to 

the centre goes into the piece as 

shown.  Repeat on the other side. 

The ridge end joining pieces can 

then be inserted:  These are in the 

shape of an angled “T” without the 

fourth pipe extending below. 

Again, the long pipe (going 

lengthwise) is inserted into the 

opening marked with the red tape.  

The two shorter pipes go into the 

other two openings. 

Repeat for the other end of the 

ridge. 

The remaining joining pieces go at 

the four corners of the structure.  

One has been replaced by a wooden 

block as the original piece was lost. 

Again, the long pipe goes into the 

opening marked with red tape. 

  



The wooden block goes into the 

remaining corner, with one hole 

facing downwards to take the corner 

upright pole. 

 

 

 

 

 

 

At this point, obtain the tent fabric 

and unroll it and drape it over the 

frame. 

Obtain the fabric ties from the diary 

box.  These are black elastics with a 

ball at one end. 

Start near the middle on one side. 

 

The loop is pushed through the 

grommet, pulled around the pipe, 

and has the ball end of the tie pushed 

through it.  When you let go it will 

hold as shown in the upper part of 

the picture.  It is better if at least two 

persons work on opposite sides of 

the tent to tie the fabric to the frame. 

Repeat for the tent ends. 



The final ties are done at the corners.  For the metal corner pieces, pass the loop 

around the upright pipe beneath the junction.  For the wooden block, the loop can 

go around either pipe leading into it. 

At this point you are ready to erect the 

tent.  The first side up should be the 

side away from the wind. 

Three persons station themselves at 

the junctions of the frame with a 

middle-length pipe, raise the side and 

insert the pipe into the opening in the 

junction piece. 

 

 

Repeat the procedure for the second 

side. 

Following this, the tent needs to be 

tied down. 

Obtain the 6 yellow tie-down ropes 

and 6 each large nails with washers 

from the dairy box.  Each tie down 

rope will have a wooden woggle used 

to tighten the tie down.   Make sure 

that both ends have metal hooks. 

  



The upper end hook should be placed 

through one of the clamp eyes of the 

joining piece or around an upper pipe. 

The lower end hook is best secured by 

passing one of the large nails with a 

washer through the eye of the hook, and 

driving the nail into the ground at an 

angle. 

Tighten the tie down with the woggle.   

Repeat for the rest of the upright pipes. 

 

The tent is now complete. 


